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Trusses  used  in  both  garages  described  here,  eliminate 
■D'HP A^HWn    ■evlintel  problems  over  the  wide  doors.     Trusses  are  easily 
Ybuilt  and  connected  with  nails.     They  require  less  mate- 
rial than  ordinary  rafters  and  give  a  stronger  roof.     Try 

them.  . 

Use  composition  roofing  on  1-inch  solid  sheathing  for 
Plan  5929,  and  metal  roofing  on  2  x  4  strip  sheathing 

for  Plan  5930. 

Foundations,  either  continuous  or  post,  can  be  placea 
and  the  garage  completed  with  a  dirt  floor.  Later,  the 
dirt  floor  may  be  replaced  with  concrete. 

Check  the  overhead  door  for  proper  clearance  and 
hardware  connections  before  you  build  the  garage. 

Complete  working  drawings  may  be  ^^tt^SLTSLl^S- 
assent  or  from  the  Extension  agricultural  engineer  at  most  Mate  agr. 
cultural  colleges.     There  is  usually  a  small  charge. 
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you  to  a  State  that  does  distribute  them. 
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Plan  No.  5929 


FRAME  CONSTRUCTION  .  .  . 

Either  a  masonry  or  a  cast  foundation  can  be  used  for  the  con- 
ventional stud  wall.      Siding  may  be  vertical  or  horizontal. 

Bolt  the  sill  plate  down.  Securely  fasten  studs  to  the  plates,  and 
trusses  to  the  upper  plate. 


Plan  No.  5930 
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POST  CONSTRUCTION  .  .  . 

This  type  of  construction  is  more  wind  resistant  than  stud  fram- 
ing and  requires  less  material.  Corner  piers  and  posts  anchor  the 
roof  to  the  ground. 

Horizontal  nail  ties  and  the  pressure-treated  foundation  board 
support  vertical  siding  material. 


